5/16” BOLT W/ LOCKNUT
& TWO FLAT WASHERS OR
A 5/16" FLANGE WASHER NUT

TYPE E—-1 SIGN POST
2" X 2" PERFORATED SQUARE TUBING—\
12 GUAGE (0.105” WALL THICKNESS)
2.42 LB/FT WEIGHT S

1-3/4" +£1/4"

Y
o
o
o
o

2" MAX

GROUND LINE |

TYPE E—1 ANCHOR POST SLEEVE :
2-1/2" X 2—-1/2" SQUARE TUBING —]
12 GUAGE (0.150” WALL THICKNESS)

MAY BE PERFORATED AT

1'—0" MIN.

0000000QgO(g

4
3.14 LB/FT OR GALVANIZED |, , ) =
NON—PERFORATED AT 3.36 LB/FT ' A )
|
CLASS '30'_ 0

CONCRETE

TYPE E-1 ANCHOR POST — |
2-1/4" X 2—-1/4" GALVANIZED
SQUARE TUBING

12 GUAGE (0.105" WALL THICKNESS) H H : .
NO PERFORATIONS - 2 Y
2.99 LB/FT WEIGHT

N

IYPE E—1 SIGN POST
SECTION B-B

NOTE:

1.) TYPE E—1 POST ANCHOR SLEEVES SHALL BE INSTALLED SO THAT THE HOLES WILL ALIGN AND THE TOP
IS FLUSH WITH THE SIGN POST ANCHOR.

2.) TYPE E—1 POST ANCHOR SLEEVES SHALL BE INSTALLED SO THAT THE TRAFFIC SIGN (ONCE MOUNTED)
SHALL MEET ITS INTENDED INSTALLATION REQUIREMENT.
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